SECTION 00 91 13.01
CONTRACT C1, ADDENDUM #2

Addendum No. 2

Issue Date: July 22, 2026

Project Name: Seneca Township Post Frame Building
Project Owner: Seneca Township Trustees

Contract: Contract C1

Notes on Schedule:

A. The bid due date is Saturday, August 1%, 2026 by 9:00 am at Seneca Township, 50941 S.R.
379, Summerfield, OH 43788 or mailed to 29612 S.R. 78, Lewisville, OH 43754.

B. The Work will be substantially completed on or before January 15%, 2027, and completed and
ready for final payment in accordance with Paragraph 14.07 of the General Conditions on or
before January 29, 2027.

C. All questions are due by July 27", 2026, by the end of the business day.

Contract C1 — Questions from Contractors during and after Pre-bid meeting:

1.

Question: The site grading plan does not match the current conditions. Are we to assume the
building pad that is provided from the owner to be at sub-base elevation 887.67 (10" below
finish floor) for the entire building foot print?

Answer: The sub-base elevation is 10” below the finish floor.

Question: Why is the retaining wall on the West elevation so high? According to the contours on
the site plan and floor elevation, it appears the retaining wall does not need to be 16°-0” above
finish floor. See attached drawing.

Answer: The west concrete wall extends up to the roof deck because the wall will be backfilled
to allow the lawn to be mowed. See Detail 6 on sheet S-200 (included in this Addendum).

Question: On some of the wall sections have a note stating that the exterior of the studs is to be
sheathed with '42” OSB sheathing. I assume this is for all wall sections?
Answer: This is for Bracing on the wall with the OH Doors only.

Question: The wall sections call for vapor barrier with maximum 252 flame spread and 450
smoke development. Please provide basis of design.
Answer: See attached Technical data sheets.

Question: Would the vapor barrier be on the bottom chord of the roof trusses as well? Please
advise
Answer: No.
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10.

11.

12.

13.

14.

15.

Question: The wall sections call for exterior wall stud spacing to be 24” o.c. and 36” o.c.. The
trusses are called out to be 48” o.c. with double stud under each truss. Would it be best to change
all of the stud spacing to 24” o.c. to catch up to the truss spacing?

Answer: All bearing walls are showing 24” O.C. S-200-5 (included in this Addendum).

Question: The wall sections call for 2”’x Fire Blocking between girts @ 10°-0” o.c. max.. Is this
vertical or horizontal?
Answer: If the wall girts are horizontal, the fire blocking will have to be vertical.

Question: The truss plan call for an attic access between the trusses in the ceiling. Is this a pull
down stair access? Please advise.
Answer: No pull down stairs.

Question: Are bollards required on the interior of the overhead doors as well as the exterior?
Please advise.
Answer: No, just on the exterior.

Question: The bollard footings are 6” in the building footing. Should these be moved out from
the building to clear the footing?
Answer: Yes, they can be moved out.

Question: We had a situation with metal panels having a void behind them and the manufacturer
would not warrant them because they could be easily dented. The fastening substrate needs to be
solid. Please advise if we are to proceed as shown on bid documents.

Answer: Yes, bid as shown.

Question: Does the architect want a lavatory carrier? None specified. Please advise.
Answer: See attached technical data sheet Zurn Z1231, (included in this Addendum).

Question: Toilet specified is a wall-mounted flush valve toilet, No carrier is specified. Please
advise.
Answer: American Standard #2467.100. See technical data sheet (included in this Addendum).

Question: The water supply to the toilet is 2”. This is not large enough for a flush valve style
toilet. Please advise.
Answer: American Standard #2467.100 see technical data sheet (included in this Addendum).

Question: Does the architect want a floor-mounted tank type toilet? Please advise.
Answer: Yes, American Standard #2467.100 see technical data sheet (included in this
Addendum).
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16. Question: The wall hydrants specified are freezeproof wall hydrants. None are shown on the
drawings. Please advise.
Answer: There are none.

17. Question: Interior hose bibbs are shown on the drawings. No model or manufacturer is called
out. Please advise.
Answer: Woodford Model 24. Attached is the technical data sheet (included in this Addendum).

18. Question: The room schedule calls for the office area to have 1x6 wood walls and ceiling. Is this
standard yellow pine? Is it to be finished? Please specify.
Answer: Yes, it is finished, and ceiling is Galvalume steel as shown.

19. Question: Is there a perimeter foundation drain required? Please advise.
Answer: Yes, 4” drain and backfilled washed gravel.

20. Question: Please provide a specification for the overhead doors?
Answer: Clopay model 3717 or equal. See technical data sheet (included in this Addendum).

21. Question: Drawing E101 would copper or equal be acceptable for the lighting fixtures?
Answer: Yes, as long as they are equal.

22. Question: Drawing E102 would Siemans or equal be acceptable for the distribution panel?
Answer: Yes.

23. Question: Is there a basis of design or spec for the laminate flooring?
Answer: Attached is the laminate flooring technical data sheet (included in this Addendum).

24. Question: For the separate pricing of metal siding, roofing and liner panel is it basic panel
pricing or does it include all trims like J-channel, corners, etc
Answer: The j-channel, corners, trim, and etc include in the base bid.

Addendum #2 includes the following additional information:

- Clopay model 3717 technical data sheet

- Woodford Model 24 technical data sheet

- Mannington laminate flooring technical data sheet

- MemBrain Continuous Air Barrier technical data sheet

- American Standard #2467.100 technical data sheet

- Revised drawings sheets S-200, S-300, P-200, and P-201.
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